
READ AND FOLLOW ALL INSTRUCTIONS & SAFETY 
PRECAUTIONS BEFORE USING THIS PRODUCT.

RECOMMENDED FOR USE ON MOST: 
Wood, concrete walks, driveways and roofs.

PERSONAL SAFETY:
THIS PRODUCT DOES BURN SKIN. But as with all chemicals, 
excessive use or overexposure may irritate or dry out skin.
Face: Dust mask and safety goggles when 

handling product.
Gloves:  Neoprene, Viton, PVC coated.
Other Equipment:  Long sleeves and pants if splashing        

is a problem.
 
EMERGENCY & FIRST AID:
Eyes:  Flush thoroughly with water for                    

15 minutes. If irritation persists, seek 
medical attention.

Skin:  Wash with soap and water.
Inhalation:  Move to fresh air. 
 Give artificial respiration and medical 

attention if necessary.
Clothing:  Wash before reuse.

TECHNICAL DATA:
Color:  Colorless to White
Flash Point:  None
Vapor Pressure:  N/A
Solubility:  (% in Water) Complete

SIZES AVAILABLE: 1 Quart, 1 Gallon, 5 Gallon 

SEE MATERIAL SAFETY DATA SHEET FOR USE, 
PERSONAL SAFETY & DISPOSAL PROCEDURES.

SEE WEBSITE FOR MORE INFORMATION.

WARRANTY: NOOP’S COUP© Products are warranted against 
manufacturing defects and to perform as advertised and 
instructed on package. Use and application of the product must 
conform to product instructions. NOOP’S COUP© shall not, under 
any circumstances, be liable for any consequential or any other 
damages in connection with your use of this product. Liability for 
product shall not exceed replacement cost. (Product warranty & 
liability information is available from manufacturer.)

PRODUCT DESCRIPTION: FENCE & DECK CLEANER by 
NOOP’S COUP© is a non-chlorine dry bleach product 
designed to wash wooden fences, decks, concrete walks, 
driveways and roofs. It kills mildew and the molds stach-
botrys and aspergillus. It will help to kill microorganisms 
over time. It removes streaks and stains while restoring 
the natural patina of wood. It neutralizes mold and 
mildew, and lowers the pH in wood. It lightens and bright-
ens fences, decks and roofs. Although this product 
contains oxalic acid, it has a different combination of 
chemicals that works just as good as if not better than any 
other product on the market.

RECOMMENDED APPLICATION: Always cover plants and 
shrubs. Mix 1 cup FENCE & DECK CLEANER by NOOP’S 
COUP© with 4 gallons warm water. Stir to mix. If wood is 
really dark, worn or stained, mix 2 dry cups cleaner with                  
4 gallons warm water. Wet surface to be washed 
thoroughly. If surface to be cleaned is vertical, use brush 
or spray bottle to apply from bottom up. If surface to be 
cleaned is horizontal, brush mixture over entire area. 
Scrub with hard bristle brush. Spots or streaks? Reapply 
and scrub again. Wash off thoroughly with water. Rinse 
shrubs with a fine mist of water. Wait 24 hours for product 
to dry before refinishing or painting. For heavy mold or 
mildew areas, after initial cleaning, apply double strength 
dose of cleaner to area and let dry. Do not rinse off.

COST CONFIGURATION: Cost varies depending upon 
application and size of area to be cleaned. Approximately                 
20 gallons of cleaner can be made from 1 pound dry mix. 

TECHNICAL SERVICES: Someone is normally available to 
answer questions regarding products in use. We have over 
30 years of experience in paint removal. Our removers and 
cleaners REALLY WORK! All products are tested in our 
stripping plant, so we know what your problems are. 
Normal hours are 8:00 AM - 5:00 PM ET, Monday to Friday.

BENEFITS:
• Safer, faster, easier
• Non-flammable
• Non-caustic
• User and environmentally friendly
• Removes streaks and stains
• Neutralizes mold and mildew
• Lowers pH in wood
• Restores natural patina of wood
• Great final wash for stripped wood

WOOD BRIGHTENER

by NOOP’S COUP©

fence & deck
cleaner

liquid

Manufactured by: 
NOOP’S COUP®  , LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

Specialists in Removers

That Really Work!



READ AND FOLLOW ALL INSTRUCTIONS & SAFETY 
PRECAUTIONS BEFORE USING THIS PRODUCT.

PERSONAL SAFETY:
Face: Face shield or splash goggles.
Gloves:  Chemical Resistant Neoprene.
Clothing:  Long sleeves, pants and chemical resistant apron. 

Boots and head gear if splashing is a problem.
Ventilation:  Always work in well ventilates areas! Windows 

open and fans going for cross ventilation.

EMERGENCY & FIRST AID:
Eyes:  Flush thoroughly with water for 15 minutes.
 If irritation persists, seek medical attention.
Ingestion:  When possible, give 1-2 glasses of water. Call Poison 

Control or seek medical attention immediately for 
instructions to induce vomiting. If medical advice is 
not available, induce vomiting by giving syrup of 
ipecac (follow instructions), or use a finger or back of 
a spoon. Get medical attention immediately! May be 
fatal or cause blindness if swallowed!

Inhalation:  Move to fresh air immediately.
 Avoid contact with flames or hot surfaces which may 

produce toxic gases.

TECHNICAL DATA:
Color:  Faint Yellow Cast
Weight Per Gallon: 10 lbs
Boiling Point: 104°F
Flash Point:  None to Boiling
Vapor Pressure:  (mmHg) @ 20°C=350
Solubility:  (weight % in water) 2.0g
VOC Vapor Pressure:  (mmHg) @ 20°C

SIZES AVAILABLE:  1 Quart, 1 Gallon, 5 Gallon

SEE MATERIAL SAFETY DATA SHEET FOR USE, 
PERSONAL SAFETY & DISPOSAL PROCEDURES.

Go to www.noopscoup.com for more information.

WARRANTY: NOOP’S COUP© Products are warranted against manu-
facturing defects and to perform as advertised and instructed on 
package. Use and application of the product must conform to product 
instructions. NOOP’S COUP© shall not, under any circumstances, be 
liable for any consequential or any other damages in connection with 
your use of this product. Liability for product shall not exceed 
replacement cost. (Product warranty & liability information is 
available from manufacturer.)

PRODUCT DESCRIPTION: FLOOR STRIPPER by NOOP’S 
COUP© has been specially designed to remove paint, 
polyurethanes, enamels and varnish from wood, metal, 
concrete, slate and marble floors. Product can be washed 
off with water or used with no wash off. Excellent for 
industrial and commercial use.

COST CONFIGURATION: Cost varies depending upon 
application and type of finish to be removed. Average 
coverage is 30 sq. ft. to 50 sq. ft. per gallon. 

TECHNICAL SERVICES: Someone is normally available to 
answer questions regarding products in use. We have over 
30 years of experience in paint removal. Our removers and 
cleaners REALLY WORK! All products are tested in our 
stripping plant, so we know what your problems are. 
Normal hours are 8:00 AM - 5:00 PM ET, Monday to Friday

LIMITATIONS: DO NOT strip or store in direct sunlight.

RECOMMENDED TEMPERATURES: 65°F - 95°F
Humidity between 30% and 95%.

BENEFITS:
• Super heavy duty
• Industrial strength
• Non-flammable
• Removes two-part epoxies and rubber
• Eliminates dusty sanding with 
   expensive machines and paper
• Eliminates clogged or ripped belts
• Works on wood, metal, aluminum and concrete floors
• Can be used on boat decks, bowling alleys & gym floors
• Can be used with buffing machines
• Softens old adhesive for easy removal
• Can be moved in any direction

WARNING:
Do not use this product if you
• Are Pregnant
• Have a Heart or Pulmonary Condition
• Have Allergies
This product contains Methylene Chloride (UN1593; CAS#75-09-2) 
which has been shown to cause cancer in certain laboratory animals. 
It also contains Methyl Alcohol (UN1230; CAS#67-56-1). Product 
cannot be made nonpoisonous. Work only in well ventilated areas. 
Avoid prolonged breathing of fumes.

Manufactured by: 
NOOP’S COUP©, LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

www.noopscoup.com
Specialists in Removers

That Really Work!

by NOOP’S COUP©
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PRODUCT DESCRIPTION: GRAFFITI AWAY 1 by NOOP’S 
COUP© is specially designed to remove graffiti and 
overspray from facory baked on painted surfaces such as 
cars and trucks. 
EXCELLENT FOR USE BY: Commercial and industrial 
contractors, schools, city & county maintenance depart-
ments, trains, buses, airplanes an other public transpor-
tation vehicles, highways and thruways, bridges, etc.

RECOMMENDED APPLICATION: Test a small area first. 
Pour  product onto a cloth and rub until the graffiti or 
overspray is removed. Wash off with water and a clean 
cloth. If necessary, re-apply. Stripped area may seem 
duller than surrounding area. Rewaxing surfaces may be 
necessary. 

COST CONFIGURATION: Cost varies depending upon 
application and type of graffiti to be removed. Average 
coverage is 30 sq. ft. to 50 sq. ft. per gallon. 

TECHNICAL SERVICES: Someone is normally available to 
answer questions regarding products in use. We have over 
30 years of experience in paint removal. Our removers and 
cleaners REALLY WORK! All products are tested in our 
stripping plant, so we know what your problems are. 
Normal hours are 8:00 AM - 5:00 PM ET, Monday to Friday.

REMOVES MOST: Spray paints, overspray, ink, tar, grease, 
grime, gum, magic marker, bugs, nail polish, dry latex 
paint and adhesive tape residue, etc.
FROM MOST: Cars, trucks, boats, fiberglass, bricks, 
street signs, concrete, marble, slate, glazed brick, 
terrazzo, porcelain & ceramic tile, stucco, public rest 
room walls, gym lockers, school playground equipment, 
cinderblocks, other metals and many more surfaces. 

LIMITATIONS: Some plexiglass or plastics may stain, scar or 
cloud. Always test an inconspicuous area first. DO NOT strip 
in direct, hot sunlight. DO NOT strip on cold, damp, rainy 
days. DO NOT use on asphalt, rubber, linoleum or plastiv tile. 
Test carpet before use.

BENEFITS:
• Safer, faster, easier
• Super heavy duty
• Anti-bacterial
• Non-flammable & non-caustic 
• User and environmentally friendly
• Biodegradable

READ AND FOLLOW ALL INSTRUCTIONS & SAFETY 
PRECAUTIONS BEFORE USING THIS PRODUCT.

RECOMMENDED TEMPERATURES: 60ºF - 100ºF
Under 60ºF: Use a heat lamp from 3 ft away to warm surface. 
Product will not work efectively on freezing or cold, damp rainy 
days.

PERSONAL SAFETY: THIS PRODUCT DOES NOT BURN THE 
SKIN. But as with all chemicals, excessive use or overexposure 
may irritate or dry out skin. Use of long sleeved shirts, rubber 
gloves and safety goggles for your eyes are recommended.
 
EMERGENCY & FIRST AID:
Eyes:  Flush thoroughly with water for                    

15 minutes. If irritation persists, seek 
medical attention.

Skin:  Wash with soap and water.
Inhalation:  Move to fresh air. 
Clothing:  Wash before re-use.

TECHNICAL DATA:
Color:  Dark Green Liquid
Weight per Gallon:  8 lbs
Boiling Point:  310ºF
Flash Point:  None to Boiling
Vapor Pressure:  (mmHg) @ 20ºC <1
Solubility:  (% in Water) Complete
VOC Vapor Pressure:  (mmHg) @ 20ºC = AP 0.3

SIZES AVAILABLE: 1 Quart, 1 Gallon, 5 Gallon

SEE MATERIAL SAFETY DATA SHEET FOR USE, 
PERSONAL SAFETY & DISPOSAL PROCEDURES.

Go to www.noopscoup.com for more information.

WARRANTY: NOOP’S COUP© Products are warranted against 
manufacturing defects and to perform as advertised and instructed 
on package. Use and application of the product must conform to 
product instructions. NOOP’S COUP© shall not, under any circum-
stances, be liable for any consequential or any other damages in 
connection with your use of this product. Liability for product shall 
not exceed replacement cost. (Product warranty & liability informa-
tion is available from manufacturer.)

graffiti 
away1

by NOOP’S COUP©

Manufactured by: 
NOOP’S COUP©, LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

www.noopscoup.com
Specialists in Removers

That Really Work!
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PRODUCT DESCRIPTION: GRAFFITI AWAY 2 by NOOP’S 
COUP© is environmentally and user friendly. As a liquid, it  
removes graffiti from both porous and smooth surfaces. It 
clings to vertical surfaces and has a very low evaporation 
rate. Graffiti is removed from large areas because it can 
be applied with a paint brush or roller. Wash off with a 
power washer or hose with nozzle, and decrease your 
labor costs for spray applications.

RECOMMENDED APPLICATION: Test a small area first. 
Stir thoroughly before and during use. Apply remover - 
can be moved in any direction. Allow to work for 15-20 
minutes. Use brass brush and scrub well. Always scrub 
away from yourself. Wash off with power washer. Always 
spray away from yourself. If necessary, re-apply. 

COST CONFIGURATION: Cost varies depending upon 
application and type of graffiti to be removed. Average 
coverage is 30 sq. ft. to 50 sq. ft. per gallon. 

TECHNICAL SERVICES: Someone is normally available to 
answer questions regarding products in use. We have over 
30 years of experience in paint removal. Our removers and 
cleaners REALLY WORK! All products are tested in our 
stripping plant, so we know what your problems are. 
Normal hours are 8:00 AM - 5:00 PM ET, Monday to Friday.

RECOMMENDED FOR USE ON MOST: Brick, concrete, 
wood, marble, glazed brick, terrazzo, porcelain tile, stain-
less steel, steel, cinder block, rocks, slate, stucco, 
ceramic tile, aluminum, and many more metals.

LIMITATIONS: The effectiveness of this product is decreased 
when temperatures are below freezing, or when it rains. 
DO NOT use this product on pre-painted surfaces unless you 
want them stripped. DO NOT use on asphalt, rubber, plastic 
tile, linoleum or carpet.

BENEFITS:
• Safer, faster, easier
• Super heavy duty
• Non-flammable 
• Combustible
• User and environmentally friendly
• Less labor
• Multiple applications
• Industrial strength

READ AND FOLLOW ALL INSTRUCTIONS & SAFETY 
PRECAUTIONS BEFORE USING THIS PRODUCT.

RECOMMENDED TEMPERATURES: 60ºF - 100ºF
Under 60ºF: Use a heat lamp from 3 ft away to warm surface. 
Some very hard to remove industrial coatings will require 
additional time to work.

PERSONAL SAFETY: THIS PRODUCT DOES NOT BURN SKIN. 
But as with all chemicals, excessive use or overexposure may 
irritate or dry out skin. Use of long sleeved shirts, rubber 
gloves and safety goggles for your eyes are recommended.
 
EMERGENCY & FIRST AID:
Eyes:  Flush thoroughly with water for                    

15 minutes. If irritation persists, seek 
medical attention.

Skin:  Wash with soap and water.
Inhalation:  Move to fresh air. 
Clothing:  Wash before re-use.

TECHNICAL DATA:
Color:  Dark Green Liquid
Weight per Gallon:  8 lbs
Boiling Point:  310ºF
Flash Point:  150°F
Vapor Pressure:  (mmHg) @ 20ºC <1
Solubility:  (% in Water) Complete
VOC Vapor Pressure:  (mmHg) @ 20ºC = AP O.3

SIZES AVAILABLE: 1 Quart, 1 Gallon, 5 Gallon

SEE MATERIAL SAFETY DATA SHEET FOR USE, 
PERSONAL SAFETY & DISPOSAL PROCEDURES.

Go to www.noopscoup.com for more information.

WARRANTY: NOOP’S COUP© Products are warranted against 
manufacturing defects and to perform as advertised and instructed 
on package. Use and application of the product must conform to 
product instructions. NOOP’S COUP© shall not, under any circum-
stances, be liable for any consequential or any other damages in 
connection with your use of this product. Liability for product shall 
not exceed replacement cost. (Product warranty & liability informa-
tion is available from manufacturer.)

graffiti 
away2

by NOOP’S COUP©

Manufactured by: 
NOOP’S COUP©, LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

www.noopscoup.com
Specialists in Removers

That Really Work!
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PRODUCT DESCRIPTION: GRAFFITI AWAY 3 by NOOP’S 
COUP© is environmentally and user friendly. As a gel, it  
removes graffiti from both porous and smooth surfaces.     
It clings to vertical surfaces and has a very low evapora-
tion rate. Graffiti is removed from large areas because it 
can be applied with a paint brush or roller. Wash off with a 
power washer or hose with nozzle, and decrease your 
labor costs for spray applications. 
EXCELLENT FOR USE BY: Commercial and industrial 
contractors, schools, bridges, city & county parks and 
highway departments, trains, buses, etc.

RECOMMENDED APPLICATION: Test a small area first. 
Stir thoroughly before and during use. Apply remover - 
can be moved in any direction. Allow to work for 15-20 
minutes. Use brass brush and scrub well. Always scrub 
away from yourself. Wash off with power washer. Always 
spray away from yourself. If necessary, re-apply. 

COST CONFIGURATION: Cost varies depending upon 
application and type of graffiti to be removed. Average 
coverage is 30 sq. ft. to 50 sq. ft. per gallon. 

TECHNICAL SERVICES: Someone is normally available to 
answer questions regarding products in use. We have over 
30 years of experience in paint removal. Our removers and 
cleaners REALLY WORK! All products are tested in our 
stripping plant, so we know what your problems are. 
Normal hours are 8:00 AM - 5:00 PM ET, Monday to Friday.

RECOMMENDED FOR USE ON MOST: Brick, concrete, 
wood, marble, glazed brick, terrazzo, porcelain tile, stain-
less steel, steel, cinder block, rocks, slate, stucco, 
ceramic tile, aluminum, and many more metals.

LIMITATIONS: The effectiveness of this product is decreased 
when temperatures are below freezing, or when it rains. 
DO NOT use this product on pre-painted surfaces unless you 
want them stripped. DO NOT use on asphalt, rubber, plastic 
tile, linoleum or carpet.

BENEFITS:
• Safer, faster, easier
• Super heavy duty
• Non-flammable & non-caustic 
• Combustible
• User and environmentally friendly
• Less labor
• Multiple applications

READ AND FOLLOW ALL INSTRUCTIONS & SAFETY 
PRECAUTIONS BEFORE USING THIS PRODUCT.

RECOMMENDED TEMPERATURES: 60ºF - 100ºF
Under 60ºF: Use a heat lamp from 3 ft away to warm surface. 
Some very hard to remove industrial coatings will require 
additional time to work.

PERSONAL SAFETY: THIS PRODUCT DOES NOT BURN SKIN. 
But as with all chemicals, excessive use or overexposure may 
irritate or dry out skin. Use of long sleeved shirts, rubber 
gloves and safety goggles for your eyes are recommended.
 
EMERGENCY & FIRST AID:
Eyes:  Flush thoroughly with water for                    

15 minutes. If irritation persists, seek 
medical attention.

Skin:  Wash with soap and water.
Inhalation:  Move to fresh air. 
Clothing:  Wash before re-use.

TECHNICAL DATA:
Color:  Dark Green Liquid
Weight per Gallon:  8 lbs
Boiling Point:  310ºF
Flash Point:  150°F
Vapor Pressure:  (mmHg) @ 20ºC <1
Solubility:  (% in Water) Complete
VOC Vapor Pressure:  (mmHg) @ 20ºC = AP 0.3

SIZES AVAILABLE: 1 Quart, 1 Gallon, 5 Gallon

SEE MATERIAL SAFETY DATA SHEET FOR USE, 
PERSONAL SAFETY & DISPOSAL PROCEDURES.

Go to www.noopscoup.com for more information.

WARRANTY: NOOP’S COUP© Products are warranted against 
manufacturing defects and to perform as advertised and instructed 
on package. Use and application of the product must conform to 
product instructions. NOOP’S COUP© shall not, under any circum-
stances, be liable for any consequential or any other damages in 
connection with your use of this product. Liability for product shall 
not exceed replacement cost. (Product warranty & liability informa-
tion is available from manufacturer.)
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Manufactured by: 
NOOP’S COUP©, LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

www.noopscoup.com
Specialists in Removers

That Really Work!

greenline



PRODUCT DESCRIPTION: GRAFFITI AWAY 4 by NOOP’S 
COUP© removes graffiti from both porous and smooth 
surfaces. Graffiti is removed from large areas because it 
can be applied with a paint brush, roller, Hudson sprayer or 
an airless sprayer. Wash off with a power washer or hose 
with nozzle, and decrease your labor costs for spray appli-
cations. EXCELLENT FOR USE BY: Commercial and 
contractors, schools, bridges, city & county parks and 
highway departments, trains, buses, etc.

RECOMMENDED APPLICATION: Test a small area first to 
determine how long it will take to do job. Stir thoroughly 
before and during use. Apply remover - can be moved in any 
direction. Allow to work for 15-20 minutes. Scrape or scrub 
surface. Always scrub away from yourself. Wash off with 
power washer with hot or warm water. Always spray away 
from yourself. If necessary, re-apply. 

COST CONFIGURATION: Cost varies depending upon appli-
cation and type of graffiti to be removed. Average coverage 
is 30 sq. ft. to 50 sq. ft. per gallon. 

TECHNICAL SERVICES: Someone is normally available to 
answer questions regarding products in use. We have over 
30 years of experience in paint removal. Our removers and 
cleaners REALLY WORK! All products are tested in our 
stripping plant, so we know what your problems are. 
Normal hours are 8:00 AM - 5:00 PM ET, Monday to Friday.

RECOMMENDED FOR USE ON MOST: Brick, concrete, 
wood, marble, glazed brick, terrazzo, porcelain tile, stain-
less steel, steel, cinder block, rocks, slate, stucco, ceramic 
tile, aluminum, and many more metals.

RECOMMENDED TEMPERATURES: 40ºF - 65ºF
Some very hard to remove industrial coatings will require 
additional time to work.

BENEFITS:
• Faster
• Easier
• Super heavy duty
• Less labor 
• Environmentally friendly
• Multiple applications
• Biodegradable for unpainted masonry
• Specifically designed to work in temperatures of 40ºF to 

65ºF in conjunction with warm or hot water and a high 
pressure (2000+ psi) power washer

READ AND FOLLOW ALL INSTRUCTIONS & 
SAFETY PRECAUTIONS BEFORE USING THIS PRODUCT.

LIMITATIONS: The effectiveness of this product is decreased 
when temperatures are below freezing, or when it rains. 
DO NOT use this product on pre-painted surfaces unless you 
want them stripped. DO NOT use on asphalt, rubber, plastic tile, 
linoleum or carpet.

PERSONAL SAFETY: THIS PRODUCT WILL BURN THE SKIN. 
Wearing protective gloves, long sleeved shirts, long pants, 
safety goggles for your eyes or a face shield to cover your face is 
highly recommended.

EMERGENCY & FIRST AID:
Eyes:  Flush thoroughly with water for         
 15 minutes. If irritation persists, seek 

medical attention.
Skin:  Wash with soap and water.
Inhalation:  Move to fresh air. 
Clothing:  Wash before re-use.

TECHNICAL DATA:
Color:  Dark Brown Liquid
Weight per Gallon:  8 lbs
Boiling Point:  359ºF
Flash Point:  None to Boiling
Vapor Pressure:  (mmHg) @ 20ºC = Water
Solubility:  (% in Water) Complete
VOC Vapor Pressure:  (mmHg) @ 20ºC = AP 0.3

SIZES AVAILABLE: 1 Quart, 1 Gallon, 5 Gallon

SEE MATERIAL SAFETY DATA SHEET FOR USE, 
PERSONAL SAFETY & DISPOSAL PROCEDURES.

Go to www.noopscoup.com for more information.

WARRANTY: NOOP’S COUP© Products are warranted 
against manufacturing defects and to perform as advertised 
and instructed on package. Use and application of the 
product must conform to product instructions. NOOP’S 
COUP© shall not, under any circumstances, be liable for any 
consequential or any other damages in connection with your 
use of this product. Liability for product shall not exceed 
replacement cost. (Product warranty & liability information 
is available from manufacturer.)
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Manufactured by: 
NOOP’S COUP©, LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
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Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
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Fax: 201-840-9301

Technical Information: 
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Manufactured by: 
NOOP’S COUP©, LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

www.noopscoup.com
Specialists in Removers

That Really Work!

TO BE USED WITH: 

GRAFFITI AWAY 1 by NOOP’S COUP© 
• Doesn't harm prepainted surfaces such as 
 cars, trucks, etc.

GRAFFITI AWAY 2 by NOOP’S COUP© 
• Extra strength
• Strips all paints

GRAFFITI AWAY 3 by NOOP’S COUP©

• Semi-paste

GRAFFITI AWAY 4 by NOOP’S COUP©

• Alkali Base

FOLLOW PRODUCT INSTRUCTIONS. 

PERSONAL SAFETY:
Wearing protective gloves, long sleeved shirts, 
long pants, safety goggles for your eyes or a face 
shield to cover your face is highly recommended.

TECHNICAL SERVICES: 
Someone is normally available to answer               
questions regarding products in use. We have 
over 30 years of experience in paint removal.            
Our removers and cleaners REALLY WORK!          
All products are tested in our stripping plant, so 
we know what your problems are. Normal hours 
are 8:00 AM - 5:00 PM ET, Monday to Friday.

WARRANTY: 
NOOP’S COUP© products are warranted against 
manufacturing defects for 30 days. This does not 
include normal wear and tear parts such as wire 
brushes, etc.

Specially designed to take off graffiti and most 
shadows on cinder block, cement & unpainted 
masonry.

Made for heavy duty use and durability.  Heavy 
duty 5/8" steel shaft.  Can be used with a 
battery pack 1/2" drill or 1/2" air drill

Save 
Chemical, Time, 
Labor & Water



gum 
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Manufactured by: 
NOOP’S COUP©, LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

www.noopscoup.com
Specialists in Removers

That Really Work!

TECHNICAL SERVICES: 
Someone is normally available to answer               
questions regarding products in use. We have 
over 30 years of experience in paint removal.            
Our removers and cleaners REALLY WORK!          
All products are tested in our stripping plant, so 
we know what your problems are. Normal hours 
are 8:00 AM - 5:00 PM ET, Monday to Friday.

DIRECTIONS:
1. Shake GUM AWAY by NOOP’S COUP© 
 thoroughly.

2. Spray directly onto the gum for 1-2 seconds.

3. Use scraper or gum scorer to make cuts 
 in gum.

4. Wait 1-2 minutes. Apply chemical again.

5. Use scraper or gum scraper to remove. 

6. Residue? Spray chemical on again.

7. Use GUM WOBBLER 1 with wire brush. 
 Rub till clean.

8. For a lot of gum, spray 12-16 spots at a time. 
Repeat instructions.

9. Final step: Wash cleaned area off with water. 
(Warm water is recommended)

WARRANTY: 
NOOP’S COUP© products are warranted against 
manufacturing defects for 30 days. This does not 
include normal wear and tear parts such as wire 
brushes, etc.

Save Time,
Money & 
Water

green
line

The GUM WOBBLER 1 by NOOP’S COUP© was 
specially designed to work with GUM AWAY by 
NOOP’S COUP© to get gum up and gum spots 
out. It is a green machine when used properly.

Made of heavy duty steel for durability. Heavy 
duty 5/8" shaft on 10" wheels. Comes apart for 
storage. Made for battery operated 1/2" drills & 
1/2" air drills for long use.

Hot water pressure washers work to a certain 
extent, but leave gum stains and spots. That's 
where the GUM AWAY and GUM WOBBLER 1 
come in handy.



gum 
wobbler2
by NOOP’S COUP©

Manufactured by: 
NOOP’S COUP©, LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

www.noopscoup.com
Specialists in Removers

That Really Work!

TECHNICAL SERVICES: 
Someone is normally available to answer               
questions regarding products in use. We have 
over 30 years of experience in paint removal.            
Our removers and cleaners REALLY WORK!          
All products are tested in our stripping plant, so 
we know what your problems are. Normal hours 
are 8:00 AM - 5:00 PM ET, Monday to Friday.

DIRECTIONS:
1. Shake GUM AWAY by NOOP’S COUP© 
 thoroughly.

2. Spray directly onto the gum for 1-2 seconds.

3. Use scraper or gum scorer to make cuts 
 in gum.

4. Wait 1-2 minutes. Apply chemical again.

5. Use scraper or gum scraper to remove. 

6. Residue? Spray chemical on again.

7. Use GUM WOBBLER 2 with wire brush. 
 Rub till clean.

8. For a lot of gum, spray 12-16 spots at a time. 
Repeat instructions.

9. Final step: Wash cleaned area off with water. 
(Warm water is recommended)

WARRANTY: 
NOOP’S COUP© products are warranted against 
manufacturing defects for 30 days. This does not 
include normal wear and tear parts such as wire 
brushes, etc.

Save Time,
Money & 
Water

The GUM WOBBLER 2 by NOOP’S COUP©       
was specially designed to work with GUM AWAY 
by NOOP’S COUP© to get gum up and gum 
spots out.

Made of heavy duty steel for durability. 26 cc,            
2 stroke gasoline engine for extra torque 
power. Heavy duty 5/8" shaft on 8" wheels.

GUM AWAY & GUM WOBBLER 2 work together 
to get the job done.



by NOOP’S COUP©

gum 
away

semi-paste

PRODUCT DESCRIPTION: GUM AWAY SEMI-PASTE by 
NOOP’S COUP© is extremely user-friendly. As a liquid, it 
works its way beneath the gum, making it easier to remove 
it from both porous and smooth surfaces.

RECOMMENDED APPLICATION: Spray, pour, brush or roll 
on gum to be removed. When wet, use with the GUM           
WOBBLER SCORER/SCRAPER by NOOP’S COUP© (Patent 
Pending) to score gum and allow chemical to penetrate. 
Wait 1-2 minutes. Re-apply. Begin scraping to remove 
excess. Residue? Re-apply, and then use a brass brush or 
the GUM WOBBLER (PP) with the wire brush. Rub area 
until clean. Wash off with a spray bottle of water or high 
pressure water washer. (2000-3000 psi)
For very old, hard gum: Wet area with gum away. Apply 
GUM AWAY SEMI-PASTE to a cloth and put over gum. Wait 
5-10 minutes. Score and follow instructions again.

TECHNICAL SERVICES: Someone is normally available to 
answer questions regarding products in use. We have over 
30 years of experience in paint removal. Our removers and 
cleaners REALLY WORK! All products are tested in our 
stripping plant, so we know what your problems are. 
Normal hours are 8:00 AM - 5:00 PM ET, Monday to Friday

RECOMMENDED FOR USE: Concrete, cinder block, bricks, 
wood, marble, terrazzo, porcelain tile, stainless steel, 
aluminum, rocks, slate, ceramic tile and more.

LIMITATIONS: The effectiveness of this product is 
decreased when temperatures are below freezing or when 
it rains. 
DO NOT USE ON: Rubber, plastic, tile, linoleum or carpet.

RECOMMENDED TEMPERATURES: 65°F - 100°F

BENEFITS:
• Softens gum from most 
   surfaces for easy removal
• Faster, easier
• Heavy duty industrial strength
• Less labor
• User-friendly
• Saves on water
• Use less equipment

READ AND FOLLOW ALL INSTRUCTIONS & 
SAFETY PRECAUTIONS BEFORE USING THIS PRODUCT.

PERSONAL SAFETY: As with all chemicals, excessive use or 
overexposure may irritate or dry out the skin. Use of long 
sleeved shirts, rubber gloves and safety goggles for your eyes 
are recommended.

EMERGENCY & FIRST AID:
Eyes:  Flush thoroughly with water for                    

15 minutes. If irritation persists, seek 
medical attention.

Skin:  Wash with soap and water.
Inhalation:  Move to fresh air. Give artificial respira-

tion and medical attention if necessary.
Clothing:  Wash before re-use.

TECHNICAL DATA:
Color:  Clear
Weight Per Gallon: 8 lbs
Boiling Point: 267°F
Flash Point:  150°F
Vapor Pressure:  (mmHg) 20°C <1
Solubility:  (% in water) Complete

SIZES AVAILABLE:   Pint, Quart, 1 Gallon, 5 Gallon

SEE MATERIAL SAFETY DATA SHEET FOR USE, 
PERSONAL SAFETY & DISPOSAL PROCEDURES.

SEE WEBSITE FOR MORE INFORMATION.

WARRANTY: NOOP’S COUP© Products are warranted against 
manufacturing defects and to perform as advertised and 
instructed on package.  Use and application of the product must 
conform to product instructions.  NOOP’S COUP© shall not, under 
any circumstances, be liable for any consequential or any other 
damages in connection with your use of this product.  Liability for 
product shall not exceed replacement cost.  (Product warranty & 
liability information is available from manufacturer.)

greenline

Manufactured by: 
NOOP’S COUP®  , LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

www.noopscoup.comSpecialists in Removers

That Really Work!



READ AND FOLLOW ALL INSTRUCTIONS & 
SAFETY PRECAUTIONS BEFORE USING    
THIS PRODUCT.

EMERGENCY & FIRST AID:
Eyes:  Keep away from eyes. If product gets in 

eyes, flush with water for 15 minutes. If 
irritation persists, seek medical attention.

TECHNICAL DATA:
Color:  Gold

Go to www.noopscoup.com 
for more information.

WARRANTY: NOOP’S COUP© Products are war-
ranted against manufacturing defects and to 
perform as advertised and instructed on pack-
age. Use and application of the product must 
conform to product instructions. NOOP’S COUP© 

shall not, under any circumstances, be liable for 
any consequential or any other damages in con-
nection with your use of this product.  Liability for 
product shall not exceed replacement cost.  
(Product warranty & liability information is     
available from manufacturer.)

PRODUCT DESCRIPTION: HAND CLEANER by 
NOOP’S COUP© is formulated to remove dirt 
and odors from hands while conditioning your 
skin. This product contains Aloe Vera to soften 
hands. It doesn’t contain sand, grit or harsh 
chemicals. It is an anti-bacterial, all natural 
degreaser that leaves your hands with a 
pleasant citrus scent.

RECOMMENDED APPLICATION: Apply a small 
amount to hands and rub together. Scrub until 
hands are clean. Thoroughly rinse hands with 
water. Repeat if necessary. 
No water available? This product can be used 
with or without water.

TECHNICAL SERVICES: Someone is normally             
available to answer questions regarding   
products in use. We have over 30 years of 
experience in paint removal. Our removers 
and cleaners REALLY WORK! All products   
are tested in our stripping plant, so we know 
what your problems are. Normal hours are 
8:00 AM - 5:00 PM ET, Monday to Friday.

EXCELLENT FOR USE BY: Fishermen,           
roofers, mechanics, landscapers, gardeners, 
and many more.

by NOOP’S COUP©

hand
cleaner

BENEFITS:
• Anti-bacterial 
• All natural degreaser
• Non-flammable 
• Non-caustic 
• User and environmentally friendly
• Contains Aloe Vera, Vitamins E and B
• No grit or sand 
• No harsh chemicals
• Can be used with or without water

Manufactured by: 
NOOP’S COUP®  , LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

Specialists in Removers

That Really Work!



by NOOP’S COUP©

label 
away

PRODUCT DESCRIPTION: LABEL AWAY by NOOP’S COUP© 
is user friendly. Product works its way beneath the          
label, making it easier to remove it from both porous and 
smooth surfaces.

RECOMMENDED APPLICATION: LABEL AWAY by NOOP’S 
COUP© can be brushed or sprayed directly on the label.  
Wait 1-2 minutes for chemical to work and test.  Wet down 
again and use a plastic scraper, to remove. (Do not use a 
metal scraper because it will scratch the surface.) Wipe off 
with a scotch pad or fine steel wool. Wet a cloth with water 
to wash off. Plastic or vinyl labels are more difficult to 
remove.  Spray or brush chemical directly onto the label.  
Wait 1-2 minutes. Try to lift an edge, score or rough up       
the label to help the chemical get under it for best                 
results.  Once the chemical does the work, go back to the 
original instructions.

TECHNICAL SERVICES: Someone is normally available to 
answer questions regarding products in use. We have over 
30 years of experience in paint removal. Our removers and 
cleaners REALLY WORK! All products are tested in our 
stripping plant, so we know what your problems are. 
Normal hours are 8:00 AM - 5:00 PM ET, Monday to Friday

RECOMMENDED FOR USE: For most surfaces including 
plastic, metal, wood, fiberglass, Formica, cars, lockers, 
marble, brick, cement, terrazzo, porcelain tile, ceramic 
tile, slate and more.

LIMITATIONS: The effectiveness of this product is 
decreased when temperatures are below freezing or when 
it rains.
DO NOT USE ON: Rubber, plastic, tile, linoleum or carpet.

RECOMMENDED TEMPERATURES: 65°F - 100°F

BENEFITS:
• Softens adhesives from most
 surfaces for easy removal
• Faster, easier, less labor
• Heavy duty industrial strength
• User friendly
• Saves on water
• Use less equipment

READ AND FOLLOW ALL INSTRUCTIONS & 
SAFETY PRECAUTIONS BEFORE USING THIS PRODUCT.

PERSONAL SAFETY: As with all chemicals, excessive use or 
overexposure may irritate or dry out the skin. Use of long 
sleeved shirts, rubber gloves and safety goggles for your eyes 
are recommended.

EMERGENCY & FIRST AID:
Eyes:  Flush thoroughly with water for                    

15 minutes. If irritation persists, 
 seek medical attention.
Skin:  Wash with soap and water.
Inhalation:  Move to fresh air. 
 Give artificial respiration and 
 medical attention if necessary.
Clothing:  Wash before re-use.

TECHNICAL DATA:
Color:  Clear
Weight Per Gallon: 8 lbs
Boiling Point: 267°F
Flash Point:  150°F
Vapor Pressure:  (mmHg) 20°C <1
Solubility:  (% in water) Complete

SIZES AVAILABLE: Pint, Quart, 1 Gallon, 5 Gallon

SEE MATERIAL SAFETY DATA SHEET FOR USE, 
PERSONAL SAFETY & DISPOSAL PROCEDURES.

SEE WEBSITE FOR MORE INFORMATION.

WARRANTY: NOOP’S COUP© Products are warranted against 
manufacturing defects and to perform as advertised and 
instructed on package. Use and application of the product must 
conform to product instructions. NOOP’S COUP© shall not, under 
any circumstances, be liable for any consequential or any other 
damages in connection with your use of this product.  Liability for 
product shall not exceed replacement cost.  (Product warranty & 
liability information is available from manufacturer.)

Manufactured by: 
NOOP’S COUP®  , LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

Specialists in Removers

That Really Work!

greenline



READ AND FOLLOW ALL INSTRUCTIONS & SAFETY 
PRECAUTIONS BEFORE USING THIS PRODUCT.

PERSONAL SAFETY:
Face: Face shield or splash goggles.
Gloves:  Chemical Resistant Neoprene.
Clothing:  Long sleeves, pants and chemical resistant apron. 

Boots and head gear if splashing is a problem.
Ventilation:  Always work in well ventilates areas! Windows 

open and fans going for cross ventilation.

EMERGENCY & FIRST AID:
Eyes:  Flush thoroughly with water for 15 minutes.
 If irritation persists, seek medical attention.
Ingestion:  When possible, give 1-2 glasses of water. Call Poison 

Control or seek medical attention immediately for 
instructions to induce vomiting. If medical advice is 
not available, induce vomiting by giving syrup of 
ipecac (follow instructions), or use a finger or back of 
a spoon. Get medical attention immediately! May be 
fatal or cause blindness if swallowed!

Inhalation:  Move to fresh air immediately.
 Avoid contact with flames or hot surfaces which may 

produce toxic gases.

TECHNICAL DATA:
Color:  Faint Yellow Cast
Weight Per Gallon: 10 lbs
Boiling Point: 104°F
Flash Point:  None to Boiling
Vapor Pressure:  (mmHg) @ 20°C=350
Solubility:  (weight % in water) 2.0g
VOC Vapor Pressure:  (mmHg) @ 20°C

SIZES AVAILABLE:  1 Quart, 1 Gallon, 5 Gallon

SEE MATERIAL SAFETY DATA SHEET FOR USE, 
PERSONAL SAFETY & DISPOSAL PROCEDURES.

Go to www.noopscoup.com for more information.

WARRANTY: NOOP’S COUP© Products are warranted against manu-
facturing defects and to perform as advertised and instructed on 
package. Use and application of the product must conform to product 
instructions. NOOP’S COUP© shall not, under any circumstances, be 
liable for any consequential or any other damages in connection with 
your use of this product. Liability for product shall not exceed 
replacement cost. (Product warranty & liability information is 
available from manufacturer.)

PRODUCT DESCRIPTION: PAINT, VARNISH & STAIN 
REMOVER / LIQUID by NOOP’S COUP© has been specially 
designed to remove paint, lacquers, varnishes, shellac, 
enamels, stains, lead base, latex and buttermilk paints, 
and synthetic finishes. It restores the natural patina of 
wood and is excellent for restoring antiques.

RECOMMENDED APPLICATION: See product-label

COST CONFIGURATION: Cost varies depending upon 
application and type of finish to be removed. Average 
coverage is 30 sq. ft. to 50 sq. ft. per gallon. 

TECHNICAL SERVICES: Someone is normally available to 
answer questions regarding products in use. We have over 
30 years of experience in paint removal. Our removers and 
cleaners REALLY WORK! All products are tested in our 
stripping plant, so we know what your problems are. 
Normal hours are 8:00 AM - 5:00 PM ET, Monday to Friday

LIMITATIONS: DO NOT strip or store in direct sunlight.

RECOMMENDED TEMPERATURES: 60°F - 95°F
Humidity between 30% and 95%.

BENEFITS:
• Super heavy duty
• Industrial strength
• Non-flammable
• Contains no acetones, ketones or ammonia
• Goes twice as far
• Can be re-used if caught
• Can be moved in any direction
• Water wash or no wash
• Will not harm wood, veneers, inlays, glue joints or metal
• Strips ALL wood

WARNING:
Do not use this product if you
• Are Pregnant
• Have a Heart or Pulmonary Condition
• Have Allergies
This product contains Methylene Chloride (UN1593; CAS#75-09-2) 
which has been shown to cause cancer in certain laboratory animals. 
It also contains Methyl Alcohol (UN1230; CAS#67-56-1). Product 
cannot be made nonpoisonous. Work only in well ventilated areas. 
Avoid prolonged breathing of fumes.

Manufactured by: 
NOOP’S COUP©, LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

www.noopscoup.com
Specialists in Removers

That Really Work!

by NOOP’S COUP©

paint, varnish & 
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READ AND FOLLOW ALL INSTRUCTIONS & 
SAFETY PRECAUTIONS BEFORE USING THIS PRODUCT.

PERSONAL SAFETY:
Face: Face shield or splash goggles.
Gloves:  Chemical Resistant Neoprene.
Clothing:  Long sleeves, pants and chemical resistant apron. 

Boots and head gear if splashing is a problem.
Ventilation:  Always work in well ventilates areas! Windows 

open and fans going for cross ventilation.

EMERGENCY & FIRST AID:
Eyes:  Flush thoroughly with water for 15 minutes.
 If irritation persists, seek medical attention.
Ingestion:  When possible, give 1-2 glasses of water. Call Poison 

Control or seek medical attention immediately for 
instructions to induce vomiting. If medical advice is 
not available, induce vomiting by giving syrup of 
ipecac (follow instructions), or use a finger or back of 
a spoon. Get medical attention immediately! May be 
fatal or cause blindness if swallowed!

Inhalation:  Move to fresh air immediately.
 Avoid contact with flames or hot surfaces which may 

produce toxic gases.

TECHNICAL DATA:
Color:  Faint Yellow Cast
Weight Per Gallon: 10 lbs
Boiling Point: 104°F
Flash Point:  None to Boiling
Vapor Pressure:  (mmHg) @ 20°C=350
Solubility:  (weight % in water) 2.0g
VOC Vapor Pressure:  (mmHg) @ 20°C

SIZES AVAILABLE:  1 Quart, 1 Gallon, 5 Gallon

WARRANTY: NOOP’S COUP® Products are warranted against manu-
facturing defects and to perform as advertised and instructed on 
package. Use and application of the product must conform to product 
instructions. NOOP’S COUP® shall not, under any circumstances, be 
liable for any consequential or any other damages in connection with 
your use of this product. Liability for product shall not exceed 
replacement cost. (Product warranty & liability information is 
available from manufacturer.)

SEE MATERIAL SAFETY DATA SHEET FOR USE,
PERSONAL SAFETY & DISPOSAL PROCEDURES.

Go to www.noopscoup.com for more information.

PRODUCT DESCRIPTION: PAINT, VARNISH & STAIN 
REMOVER / SEMI-PASTE by NOOP’S COUP© has been 
specially designed to remove paint, lacquers, varnishes, 
shellac, enamels, stains, lead base, latex and buttermilk 
paints, and synthetic finishes. It restores the natural 
patina of wood and is excellent for restoring antiques.

RECOMMENDED APPLICATION: See product-label

COST CONFIGURATION: Cost varies depending upon 
application and type of finish to be removed. Average 
coverage is 30 sq. ft. to 50 sq. ft. per gallon. 

TECHNICAL SERVICES: Someone is normally available to 
answer questions regarding products in use. We have over 
30 years of experience in paint removal. Our removers and 
cleaners REALLY WORK! All products are tested in our 
stripping plant, so we know what your problems are. 
Normal hours are 8:00 AM - 5:00 PM ET, Monday to Friday

LIMITATIONS: DO NOT strip or store in direct sunlight.

RECOMMENDED TEMPERATURES: 65°F - 100°F
Humidity between 30% and 95%.

BENEFITS:
• Super heavy duty
• Industrial strength
• Non-flammable
• Contains no acetones, ketones or ammonia
• Goes twice as far and can be re-used if caught
• Can be moved in any direction
• Clings to vertical surfaces
• Stays wet and active longer
• Will not harm wood, veneers, inlays, glue joints or metal
• Strips ALL wood

WARNING:
Do not use this product if you
• Are Pregnant
• Have a Heart or Pulmonary Condition
• Have Allergies
This product contains Methylene Chloride (UN1593; CAS#75-09-2) 
which has been shown to cause cancer in certain laboratory animals. 
It also contains Methyl Alcohol (UN1230; CAS#67-56-1). Product 
cannot be made nonpoisonous. Work only in well ventilated areas. 
Avoid prolonged breathing of fumes.

Manufactured by: 
NOOP’S COUP©, LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

www.noopscoup.com
Specialists in Removers

That Really Work!

by NOOP’S COUP©
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paint 
away1

READ AND FOLLOW ALL INSTRUCTIONS & SAFETY 
PRECAUTIONS BEFORE USING THIS PRODUCT.

RECOMMENDED TEMPERATURES: 60ºF - 80ºF
Over 80ºF: Add Sierra Anti-Freeze to hold moisture in.
Under 80ºF: Add Sierra Anti-Freeze to keep product from freezing.

PERSONAL SAFETY:  THIS PRODUCT WILL BURN THE SKIN. 
Eyes:  Full face shield and chemical goggles to protect 

from dust particles.
Gloves:  Chemical resistant in butyl or natural rubber.
Other Equipment:  Long sleeves, long pants and apron. Boots and 

head gear if splashing is a problem.
Ventilation:  None required under normal use. Use local 

exhaust where spray, mist or dust may be gener-
ated. NOTE: Where carbon monoxide or other 
reaction products are generated, special ventila-
tion may be required. 

Respiratory:  Not required under normal use. Use NIOSH/ 
HSHA respirators where dust, mist or spray may 
be generated.

EMERGENCY & FIRST AID:
Eyes & Skin:  Flood with water immediately. If irritation persists, 

seek medical attention. Notify medical personnel 
that product contains sodium hydroxide.

Ingestion:  Drink large amounts of water. Seek medical 
attention. 

Clothing:  Wash before re-use.

TECHNICAL DATA:
Color:  White Paste
Weight per Gallon:  11 lbs.
Boiling Point:  212º C
Flash Point:  None to Boiling
Vapor Pressure:  (mmHg) @ 20ºC = <1
Solubility:  (% in Water) Complete
VOC Vapor Pressure:  (mmHg) @ 20ºC = APO.3

CAUTION: CORROSIVE AND CAUSTIC

SIZES AVAILABLE: 1 Gallon, 5 Gallon 

SEE MATERIAL SAFETY DATA SHEET FOR USE, 
PERSONAL SAFETY & DISPOSAL PROCEDURES.

Go to www.noopscoup.com for more information.

WARRANTY: NOOP’S COUP© Products are warranted against manufac-
turing defects and to perform as advertised and instructed on package. 
Use and application of the product must conform to product instructions. 
NOOP’S COUP© shall not, under any circumstances, be liable for any 
consequential or any other damages in connection with your use of this 
product. Liability for product shall not exceed replacement cost. (Product 
warranty & liability information is available from manufacturer.)

PRODUCT DESCRIPTION: PAINT AWAY 1 by NOOP’S COUP© is 
specially designed to penetrate and remove multiple layers of 
paints, lead paints and buttermilk paints from many different 
surfaces and substrates. EXCELLENT FOR USE ON: Brick, marble, 
stone, metal, concrete, wood, plaster ceilings and walls, etc.

RECOMMENDED APPLICATIONS FOR TESTING:

RECOMMENDED APPLICATION: Test an inconspicuous area first 
to determine thickness and time needed to remove multiple 
layers of paint. Spread evenly 1/4” to 1/2”. Product surface will 
seal to keep moisture inside. When working in an extremely hot 
area, covering product with plastic will keep product from 
evaporating too quickly. Check progress if possible. Product will 
work up to 24 hours or more. Check penetration. If satisfactory 
scrape off residue. Wash surface clean with water. Apply 
neutralizer following instructions below. Dispose of waste 
residue according to local, state and federal regulations. 
NEUTRALIZING INSTRUCTIONS: Mix 1 cup oxalic acid with             
3 gallons of water. Apply evenly over the entire surface to 
neutralize. Wash off thoroughly with water. 

COST CONFIGURATION: Cost varies depending upon application 
and type of paint to be removed. Average coverage is 30 sq. ft. to 
50 sq. ft. per gallon. 

TECHNICAL SERVICES: Someone is normally available to 
answer questions regarding products in use. We have over            
30 years of experience in paint removal. Our removers and 
cleaners REALLY WORK! All products are tested in our stripping 
plant, so we know what your problems are. Normal hours are 
8:00 AM - 5:00 PM ET, Monday to Friday.

LIMITATIONS: The effectiveness of this product is decreased when 
temperatures are below freezing, or when it rains. DO NOT use this 
product on pre-painted surfaces unless you want them stripped. DO 
NOT use on asphalt, rubber, plastic tile, linoleum or carpet.

BENEFITS:
• Low odor alkali stripper
• Low pH
• Paste formula
• Re-usable if kept moist
• No lime for lower pH on wood
• Remains wet and working 24 hours or more
• Clings to overhead and vertical surfaces
• No paper required as product seals itself
• Contains no methylene chlorides, acetones or ketones

1/8”

1/4” 1/4”

1/2”

1/8”

Manufactured by: 
NOOP’S COUP®  , LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

Specialists in Removers

That Really Work!

by NOOP’S COUP©
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READ AND FOLLOW ALL INSTRUCTIONS & SAFETY 
PRECAUTIONS BEFORE USING THIS PRODUCT.

RECOMMENDED TEMPERATURES: 60ºF - 80ºF
Over 80ºF: Add Sierra Anti-Freeze to hold moisture in.
Under 80ºF: Add Sierra Anti-Freeze to keep product from freezing.

PERSONAL SAFETY:  THIS PRODUCT WILL BURN THE SKIN. 
Eyes:  Full face shield and chemical goggles to protect 

from dust particles.
Gloves:  Chemical resistant in butyl or natural rubber.
Other Equipment:  Long sleeves, long pants and apron. Boots and 

head gear if splashing is a problem.
Ventilation:  None required under normal use. Use local 

exhaust where spray, mist or dust may be gener-
ated. NOTE: Where carbon monoxide or other 
reaction products are generated, special ventila-
tion may be required. 

Respiratory:  Not required under normal use. Use NIOSH/ 
HSHA respirators where dust, mist or spray may 
be generated.

EMERGENCY & FIRST AID:
Eyes & Skin:  Flood with water immediately. If irritation persists, 

seek medical attention. Notify medical personnel 
that product contains sodium hydroxide.

Ingestion:  Drink large amounts of water. Seek medical 
attention. 

Clothing:  Wash before re-use.

TECHNICAL DATA:
Color:  White Paste
Weight per Gallon:  11 lbs
Boiling Point:  212ºF
Flash Point:  None to Boiling
Vapor Pressure:  (mmHg) @ 20ºC <1
Solubility:  (% in Water) Complete
VOC Vapor Pressure:  (mmHg) @ 20ºC = APO.3

CAUTION: CORROSIVE AND CAUSTIC

SIZES AVAILABLE: 1 Gallon, 5 Gallon 

SEE MATERIAL SAFETY DATA SHEET FOR USE, 
PERSONAL SAFETY & DISPOSAL PROCEDURES.

Go to www.noopscoup.com for more information.

WARRANTY: NOOP’S COUP© Products are warranted against manufac-
turing defects and to perform as advertised and instructed on package. 
Use and application of the product must conform to product instructions. 
NOOP’S COUP© shall not, under any circumstances, be liable for any 
consequential or any other damages in connection with your use of this 
product. Liability for product shall not exceed replacement cost. (Product 
warranty & liability information is available from manufacturer.)

PRODUCT DESCRIPTION: PAINT AWAY 2 by NOOP’S COUP© is 
specially designed to penetrate and remove multiple layers of 
paints, lead paints and buttermilk paints from many different 
surfaces and substrates. Can be used for cold weather stripping, 
down to 30ºF. EXCELLENT FOR USE ON: Brick, marble, stone, 
metal, concrete, wood, plaster ceilings and walls, etc.

RECOMMENDED APPLICATIONS FOR TESTING:

RECOMMENDED APPLICATION: Test an inconspicuous area first 
to determine thickness and time needed to remove multiple 
layers of paint. Spread evenly 1/4” to 1/2”. Product surface will 
seal to keep moisture inside. When working in an extremely hot 
area, covering product with plastic will keep product from 
evaporating too quickly. Check progress if possible. Product will 
work up to 24 hours or more. Check penetration. If satisfactory 
scrape off residue. Wash surface clean with water. Apply 
neutralizer following instructions below. Dispose of waste 
residue according to local, state and federal regulations. 
NEUTRALIZING INSTRUCTIONS: Mix 1 cup oxalic acid with             
3 gallons of water. Apply evenly over the entire surface to 
neutralize. Wash off thoroughly with water. 

COST CONFIGURATION: Cost varies depending upon application 
and type of paint to be removed. Average coverage is 30 sq. ft. to 
50 sq. ft. per gallon. 

TECHNICAL SERVICES: Someone is normally available to 
answer questions regarding products in use. We have over            
30 years of experience in paint removal. Our removers and 
cleaners REALLY WORK! All products are tested in our stripping 
plant, so we know what your problems are. Normal hours are 
8:00 AM - 5:00 PM ET, Monday to Friday.

LIMITATIONS: DO NOT use on fine woods such as oak, mahogany, 
walnut or veneer. Product will darken wood. Use only on wood to be 
repainted. DO NOT use on aluminum, plywood, plastic, magnesium, 
galvanized zinc or polished marble. WILL NOT work on 2 part epoxy 
coatings, rubber, some baked on finishes or some urethane 
coatings. WILL NOT work well if applied when raining.

BENEFITS:
• Low odor alkali stripper
• Low pH
• Paste formula
• Re-usable if kept moist
• No lime for lower pH on wood
• Remains wet and working 24 hours or more
• Clings to overhead and vertical surfaces
• No paper required as product seals itself
• Contains no methylene chlorides, acetones or ketones
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by NOOP’S COUP©

Manufactured by: 
NOOP’S COUP©, LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

www.noopscoup.com
Specialists in Removers

That Really Work!



PRODUCT DESCRIPTION: PAINT AWAY 3 by NOOP’S COUP© is 
environmentally and user friendly. As a gel, it removes 
multiple layers of paint, while adhering to vertical 
surfaces such as wood, concrete, brick, masonry and 
stone. EXCELLENT FOR REMOVING: Paints, enamel, 
latex, varnish, shellac, polyurethane and synthetic 
finishes from most surfaces.

RECOMMENDED APPLICATION: Test a small area first to 
determine time and thickness to remove multiple layers of 
paint. Mask surrounding areas not being stripped. Mask 
shrubbery, ground, etc. to protect from falling residue. 
Apply at least 1/4” to 1/2” thick with a scraper, roller or 
brush. Some paints or varnishes need only an hour to 
soften for removal. Other paint or polyurethane may take 
up to 12 hours to remove. Remember your test area. 
Scrape softened residue into a cardboard box for re-use at 
a later time or for disposal according to local, state or 
federal regulation. Use a brush or coarse steel wool to 
scrub surface. Be sure to stay with the grain. Wash off 
with water. Re-apply if necessary.

COST CONFIGURATION: Cost varies depending upon 
application and type of paint to be removed. Average 
coverage is 30 sq. ft. to 50 sq. ft. per gallon. 

TECHNICAL SERVICES: Someone is normally available to 
answer questions regarding products in use. We have over 
30 years of experience in paint removal. Our removers and 
cleaners REALLY WORK! All products are tested in our 
stripping plant, so we know what your problems are. 
Normal hours are 8:00 AM - 5:00 PM ET, Monday to Friday.

RECOMMENDED FOR USE ON MOST: Brick, concrete, 
wood, marble, glazed brick, terrazzo, porcelain tile, stain-
less steel, steel, cinder block, rocks, slate, stucco, 
ceramic tile, aluminum, and many more metals.

BENEFITS:
• Gel formula
• Safer, faster, easier
• Super heavy duty
• Non-flammable & non-caustic
• User and environmentally friendly
• Biodegradable
• Less labor
• Multiple applications
• Industrial strength

by NOOP’S COUP©
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READ AND FOLLOW ALL INSTRUCTIONS & SAFETY 
PRECAUTIONS BEFORE USING THIS PRODUCT.

LIMITATIONS: The effectiveness of this product is decreased 
when temperatures are below freezing, or when it rains. 
DO NOT use this product on pre-painted surfaces unless you 
want them stripped. DO NOT use on asphalt, rubber, plastic 
tile, linoleum or carpet.

PERSONAL SAFETY: THIS PRODUCT DOES NOT BURN SKIN. 
But as with all chemicals, excessive use or overexposure may 
irritate or dry out skin. Use of long sleeved shirts, rubber 
gloves and safety goggles for your eyes are recommended.
 
EMERGENCY & FIRST AID:
Eyes:  Flush thoroughly with water for                    

15 minutes. If irritation persists, seek 
medical attention.

Skin:  Wash with soap and water.
Inhalation:  Move to fresh air. 
Clothing:  Wash before re-use.

TECHNICAL DATA:
Color:  Dark Green Gel
Weight per Gallon:  8 lbs
Boiling Point:  359ºF
Flash Point:  None to Boiling
Vapor Pressure:  (mmHg) @ 20ºC = <1
Solubility:  (% in Water) Complete
VOC Vapor Pressure:  (mmHg) @ 20ºC = APO.3

SIZES AVAILABLE: 1 Quart, 1 Gallon, 5 Gallon

SEE MATERIAL SAFETY DATA SHEET FOR USE, 
PERSONAL SAFETY & DISPOSAL PROCEDURES.

Go to www.noopscoup.com for more information.

WARRANTY: NOOP’S COUP© Products are warranted against 
manufacturing defects and to perform as advertised and instructed on 
package. Use and application of the product must conform to product 
instructions. NOOP’S COUP© shall not, under any circumstances, be 
liable for any consequential or any other damages in connection with 
your use of this product. Liability for product shall not exceed replace-
ment cost. (Product warranty & liability information is available from 
manufacturer.)

Manufactured by: 
NOOP’S COUP®  , LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

Specialists in Removers

That Really Work!



PRODUCT DESCRIPTION: PAINT AWAY 4 by NOOP’S COUP© is 
environmentally and user friendly. As a paste, it specially formu-
lated to remove multiple layers of paint from vertical and overhead 
surfaces such as wood, concrete, brick, masonry and stone, both 
indoors and out. EXCELLENT FOR: Home use, commercial and 
industrial multiple layer paint removal, commercial and industrial 
lead paint abatement, contracting restoration, etc.

RECOMMENDED APPLICATIONS FOR TESTING:

  
RECOMMENDED APPLICATION: Test a small area first to 
determine time and thickness to remove multiple layers of paint. 
Mask surrounding areas not being stripped. Mask shrubbery, 
ground, etc. to protect from falling residue. Apply at least 1/4” to 
1/2” thick with a scraper, roller or brush. Some paints or varnishes 
need only an hour to soften for removal. Other paint or polyure-
thane may take up to 12 hours to remove. Remember your test 
area. Scrape softened residue into a cardboard box for re-use at a 
later time or for disposal according to local, state or federal regula-
tion. Use a brush or coarse steel wool to scrub surface. Be sure to 
stay with the grain. Wash off with water. Re-apply if necessary.

COST CONFIGURATION: Cost varies depending upon application 
and type of paint to be removed. Average coverage is 30 sq. ft. to 50 
sq. ft. per gallon. 

TECHNICAL SERVICES: Someone is normally available to answer 
questions regarding products in use. We have over 30 years of 
experience in paint removal. Our removers and cleaners REALLY 
WORK! All products are tested in our stripping plant, so we know 
what your problems are. Normal hours are 8:00 AM - 5:00 PM ET, 
Monday to Friday.

RECOMMENDED FOR USE ON MOST: Brick, concrete, wood, 
marble, glazed brick, terrazzo, porcelain tile, stainless steel, 
steel, cinder block, rocks, slate, stucco, ceramic tile, aluminum, 
and many more metals.

BENEFITS:
• Paste formula
• Safer, faster, easier
• Super heavy duty
• Non-flammable & non-caustic
• User and environmentally friendly
• Multiple applications
• Industrial strength

by NOOP’S COUP©
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READ AND FOLLOW ALL INSTRUCTIONS & 
SAFETY PRECAUTIONS BEFORE USING THIS PRODUCT.

RECOMMENDED FOR USE ON MOST: Brick, concrete, wood, marble, 
glazed brick, terrazzo, porcelain tile, stainless steel, steel, cinder 
block, rocks, slate, stucco, ceramic tile, aluminum, and many more 
metals.

LIMITATIONS: The effectiveness of this product is decreased when 
temperatures are below freezing, or when it rains. 
DO NOT use this product on pre-painted surfaces unless you want them 
stripped. DO NOT use on asphalt, rubber, plastic tile, linoleum or carpet.

PERSONAL SAFETY: THIS PRODUCT DOES NOT BURN SKIN. But as 
with all chemicals, excessive use or overexposure may irritate or dry 
out skin. Use of long sleeved shirts, rubber gloves and safety goggles 
for your eyes are recommended.
 
EMERGENCY & FIRST AID:
Eyes:  Flush thoroughly with water for 15 minutes.
 If irritation persists, seek medical attention.
Skin:  Wash with soap and water.
Inhalation:  Move to fresh air. 
Clothing:  Wash before re-use.

TECHNICAL DATA:
Color:  Green Cast
Weight per Gallon:  8 lbs
Boiling Point:  359ºF
Flash Point:  150°F
Vapor Pressure:  (mmHg) @ 20ºC <1
Solubility:  (% in Water) Complete
VOC Vapor Pressure:  (mmHg) @ 20ºC = AP 0.3

SIZES AVAILABLE: 1 Quart, 1 Gallon, 5 Gallon

SEE MATERIAL SAFETY DATA SHEET FOR USE, 
PERSONAL SAFETY & DISPOSAL PROCEDURES.

Go to www.noopscoup.com for more information.

WARRANTY: NOOP’S COUP© Products are warranted against 
manufacturing defects and to perform as advertised and instructed 
on package. Use and application of the product must conform to 
product instructions. NOOP’S COUP© shall not, under any circum-
stances, be liable for any consequential or any other damages in 
connection with your use of this product. Liability for product shall 
not exceed replacement cost. (Product warranty & liability informa-
tion is available from manufacturer.)

Manufactured by: 
NOOP’S COUP©, LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

www.noopscoup.com
Specialists in Removers

That Really Work!
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READ AND FOLLOW ALL INSTRUCTIONS & SAFETY 
PRECAUTIONS BEFORE USING THIS PRODUCT.

PERSONAL SAFETY:
Face: Face shield or splash goggles.
Gloves:  Chemical Resistant Neoprene.
Clothing:  Long sleeves, pants and chemical resistant apron. 

Boots and head gear if splashing is a problem.
Ventilation:  Always work in well ventilates areas! Windows 

open and fans going for cross ventilation.

EMERGENCY & FIRST AID:
Eyes:  Flush thoroughly with water for 15 minutes.
 If irritation persists, seek medical attention.
Ingestion:  When possible, give 1-2 glasses of water. Call Poison 

Control or seek medical attention immediately for 
instructions to induce vomiting. If medical advice is 
not available, induce vomiting by giving syrup of 
ipecac (follow instructions), or use a finger or back of 
a spoon. Get medical attention immediately! May be 
fatal or cause blindness if swallowed!

Inhalation:  Move to fresh air immediately.
 Avoid contact with flames or hot surfaces which may 

produce toxic gases.

TECHNICAL DATA:
Color:  Faint Yellow Cast
Weight Per Gallon: 10 lbs
Boiling Point: 104°F
Flash Point:  None to Boiling
Vapor Pressure:  (mmHg) @ 20°C=350
Solubility:  (weight % in water) 2.0g
VOC Vapor Pressure:  (mmHg) @ 20°C

SIZES AVAILABLE:  1 Quart, 1 Gallon, 5 Gallon

SEE MATERIAL SAFETY DATA SHEET FOR USE, 
PERSONAL SAFETY & DISPOSAL PROCEDURES.

Go to www.noopscoup.com for more information.

WARRANTY: NOOP’S COUP© Products are warranted against manu-
facturing defects and to perform as advertised and instructed on 
package. Use and application of the product must conform to product 
instructions. NOOP’S COUP© shall not, under any circumstances, be 
liable for any consequential or any other damages in connection with 
your use of this product. Liability for product shall not exceed 
replacement cost. (Product warranty & liability information is 
available from manufacturer.)

PRODUCT DESCRIPTION: VINTAGE PAINT REMOVER by 
NOOP’S COUP© has been specially designed to remove 
paint, primers and powder coatings from cars, boats, 
airplanes and industry machinery to the metal. Excellent 
for use on gel coated fiberglass, such as corvettes. Strips 
enamel, imron, lacquer, acrylic, lead base and urethane 
paints.  Can be used on heavily painted wood.

COST CONFIGURATION: Cost varies depending upon 
application and type of finish to be removed. Average 
coverage is 30 sq. ft. to 50 sq. ft. per gallon. 

TECHNICAL SERVICES: Someone is normally available to 
answer questions regarding products in use. We have over 
30 years of experience in paint removal. Our removers and 
cleaners REALLY WORK! All products are tested in our 
stripping plant, so we know what your problems are. 
Normal hours are 8:00 AM - 5:00 PM ET, Monday to Friday

LIMITATIONS: DO NOT strip or store in direct sunlight.

RECOMMENDED TEMPERATURES: 60°F - 100°F
Humidity between 30% and 95%.

BENEFITS:
• Super heavy duty
• Industrial strength
• Non-flammable
• Removes paints and primers to the metal from:
 - Cars 
   - Airplanes
 - Boats 
 - Industrial machinery
• Removes powder coating
• Contains no acetones or ketones
• Washes off with water
• No neutralizer needed
• Stays wet longer and works longer
• Can be moved in any direction

WARNING:
Do not use this product if you
• Are Pregnant
• Have a Heart or Pulmonary Condition
• Have Allergies
This product contains Methylene Chloride (UN1593; CAS#75-09-2) 
which has been shown to cause cancer in certain laboratory animals. 
It also contains Methyl Alcohol (UN1230; CAS#67-56-1). Product 
cannot be made nonpoisonous. Work only in well ventilated areas. 
Avoid prolonged breathing of fumes.

Manufactured by: 
NOOP’S COUP©, LLC
Main Office:
108 Route 40
Newfield, NJ 08344
856-358-6001
Fax: 856-358-0206

Sales Office: 
145 West Ruby Avenue
Palisades Park, NJ 07650
201-840-9300
Fax: 201-840-9301

Technical Information: 
856-404-0338

www.noopscoup.com
Specialists in Removers

That Really Work!
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